
WorkCentre 5765/5775/5790 Online Support

Solution Copy Onto Transparencies

Transparency stock is primarily used to create images that can be projected on to a
screen for presentations. Transparencies are made of polyester film coated with a
chemical substance to make Toner (Dry Ink) stick to it readily. Clear transparencies
allow maximum presentation space.

NOTE: Multiple transparencies can be fed into the printer at once and cause jams.
Make sure to carefully fan transparencies before loading them into the tray.

Guidelines for printing transparencies:

 If a coating of fuser oil remains on the transparency after printing, remove it
with a lint-free cloth.

 If a jam occurs while a transparency is printing, make sure the transparency is
completely removed before resuming printing. The heat from the printer
operation can cause the transparency to melt resulting in serious damage.

 When continuously printing onto transparencies, the sheets may sometimes
stick to each other. Remove the transparencies from the Output Tray after
every 20 or more sheets, and fan to cool them down.

To copy onto transparencies:

1. Load the originals face-up in the Document Handler or face-down on the
Document Glass.

2. Make sure the paper edge guides on the Document Handler are against the
front and rear edges of the originals.

3. Fan the transparencies and then load them into the Bypass Tray. The Tray
Setting screen will be displayed on the Touch Screen.

4. Select the [Change Description] button.
5. Select [Transparency] as the paper type, and then select [Clear

(Transparency)] as the paper color.
6. Select [Save], and then select [Confirm].
7. Select the required number of copies using the numeric keypad on the Control

Panel, and then press the [Start] button.
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